
 
DECLARATION OF PERFORMANCE - EN 

No. DOP-CPR-PVCBN-24-EN 

1. Unique identification code of the product-type or product family: Quickmousse - Heavy Duty Wallcovering – Non Woven Fabric backed 580 g/m² 
2. Type, batch or serial number or any other element allowing identification of the construction product: this declaration is applicable on TEXDECOR 
Quickmousse - Heavy Duty Wallcovering – Non Woven Fabric backed - 580 gr/m² 
3. Intended uses of the construction product, in accordance with the applicable harmonised technical specification, as foreseen by the manufacturer:  
Use as wall covering(s) within a building according to the manufacturer's specifications and installation practices in accordance with EN 
15102:2007+A1:2011 
 
4. Name, registered trade name or registered trade mark and contact address of the manufacturer: TEXDECOR, 2 rue d’Hem, 59780 WILLEMS 
 
5. Where applicable, name and contact address of the authorised representative (distributor, importer): not applicable 
 
6. System of assessment and verification of constancy of performance of the construction product: 

System 1 – Reaction to fire 

System 3 – Other Characteristics 

 
7. In case of the declaration of performance concerning a construction product covered by a harmonised standard: 
Notified product certification : Warrington Certification Ltd (1121) 
   performed: Initial and continuous surveillance of the place of manufacture and the factory production control implemented, sampled product and 
witnessed initial type testing. 
   under system:  1 
   and issued: The Certificate of Constancy of Performance (1121-CPR-KA0038) and Certificate of Conformity of the Factory Production control 
(1121-CPR-KA271112) 
8. In case of the declaration of performance concerning a construction product for which a European Technical Assessment has been issued: not 
applicable 
 
9. Declared performance: 
 
Essential characteristic Performance Harmonised technical 

specification 
Essential 

characteristic 
Performance Harmonised 

technical 
specification 

Reaction to fire 

EN 13501-1 
 

 
 

Class C-s2,d0 

EN 15102:2007 + A1:2011 
EN 13501-1 

( 2011AN0938 (Aitex Textile 
Research institute) 

Release of vinyl 
chloride 

monomer 
EN 12149-B 

 
<0.2mg/kg 

EN 15102:2007 
A1:2011 

Release of 
formaldehyde 
EN 12149-C 

 
<120mg/kg 

EN 15102:2007 + A1:2011 
Test C of EN 12149:1997 
(MAIC-2010-0914) 

Sound 
absorption 
ISO 354 

 
Alpha W = 0,15 

EN ISO 354 (Report 
003G07-4) 

Release of heavy 
metals 

EN 12149-B 

 
Passed 

 
EN 15102:2007 + A1:2011 
Test A of EN 12149:1997 
(MAIC-2010-0914) 
 

Thermal 
resistance 

‹‹EN 12524›› or 
‹‹EN 12667›› 

 
 
NPD 

 

10. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9. 
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4. 
 
Signed for and on behalf of the manufacturer by: 
 
Willems, the 1st of June 2013 

 

 

 

 
  


